Arkusz danych produktu

Specyfikacje

Harmony XB4 Naped przetgcznika 3
pozycyjny @22 z kluczem stabilny

520E okragty metalowy

ZB4BG314

Parametry podstawowe

Gama produktow

Harmony XB4

Typ produktu lub komponentu

Gtéwka przetgcznika z kluczem

skrécona nazwa urzadzenia

ZB4

Materiat maskownicy

Metal chromowany

Srednica montazowa 22 mm
Typ gtowicy Standard
Sprzedaz zgodnie z niepodzielng 1

liczbg

Ksztatt gtowki elementu Okragly

sygnalizacyjnego

Rodzaj elementu napedowego

Czarny przetacznik z kluczem

Rodzaj elementu napedowego

Stabilny - potozenie zaryglowane

Potozenie elementu napedowego

3 pozycje +/- 45°

typ zamka

Key 520E

Potozenie wyjecia klucza

Srodkowe

Parametry uzupetniajgce

CAD szerokos¢ catkowita 29 mm
CAD wysokos¢ catkowita 29 mm
CAD gtebokos¢ catkowita 72 mm
Masa produktu 0,098 kg

Odpornosé na myjke
wysokocisnieniowg

7000000 Pa w 55 °C, odlegto$¢: 0.1 m

trwatosé mechaniczna

1000000 cykl

kod sktadu elektrycznego

C3 dla <6 zestyki z uzyciem pojedynczy bloki w montaz z przodu

C4 dla <6 zestyki z uzyciem pojedyncze lub podwajne bloki w montaz z przodu
C5 dla <5 zestyki z uzyciem pojedynczy bloki w montaz z przodu

C6 dla <5 zestyki z uzyciem pojedyncze lub podwajne bloki w montaz z przodu
C7 dla <4 zestyki z uzyciem pojedynczy bloki w montaz z przodu

C8 dla <4 zestyki z uzyciem pojedyncze lub podwadjne bloki w montaz z przodu
C11 dla <3 zestyki z uzyciem pojedynczy bloki w montaz z przodu

prezentacja urzadzenia

Srodowisko pracy

Podstawowy element

Pokrycie ochronne TH
Temepratura otoczenia dla -40...70 °C
przechowywania

temperatura otoczenia dla pracy -40...70 °C

urzadzenia
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Wylaczenie odpowiedzialno$ci: Niniejsza dokumentacja nie petni funkcji zastgpczej i nie powinna by¢ wykorzystywana do okreslenia niezawodnosci lub przydatnosci opisanych w niej produktéw do konkretnych zastosowan uzytkownika



kategoria przepie¢

Klasa i conforming to IEC 60536

stopien ochrony IP

IP66 zgodnie z IEC 60529
P67

P69

IP69K

stopien ochrony NEMA

NEMA 13
NEMA 4X

Normy

EN/IEC 60947-5-4
UL 508

EN/IEC 60947-5-1
GB 14048.5
EN/IEC 60947-5-5
EN/IEC 60947-1
CSA C22.2 Nr 14

Certyfikaty produktu

CSA

DNV

BV

LROS (Lloyds register of shipping)
z certyfikatem UL

Odpornosé na wibracje

5 gn (f= 2...500 Hz) conforming to IEC 60068-2-6

Odpornos¢ na wstrzasy

30 gn (czas trwania = 18 ms) dla przyspieszenie potfali sinusoidy zgodnie z IEC

60068-2-27

50 gn (czas trwania = 11 ms) dla przyspieszenie potfali sinusoidy zgodnie z IEC

60068-2-27

Jednostka opakowania

Jednostka miary opakowania 1 PCE
llo$¢ jednostek w opakowaniu 1 1
Wysokos$¢ opakowania 1 5,33 cm
Szerokos$¢ opakowania 1 3,56 cm
Dtugos¢ opakowania 1 8,64 cm
Waga opakowania 1 0,1 kg
Jednostka miary opakowania 2 S02
llo$¢ jednostek w opakowaniu 2 50
Wysokos¢ opakowania 2 15 cm
Szerokos$¢ opakowania 2 30 cm
Dtugos¢ opakowania 2 40cm
Waga opakowania 2 5,655 kg
Warunki gwarancji
Gwarancja 18 miesiecy
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'. Environmental Data

Firma Schneider Electric dgzy do osiggnigcia statusu zerowej emisji netto do 2050 r. dzigki partnerstwom w tancuchu dostaw,
materiatom o mniejszym wptywie na $rodowisko i gospodarce obiegu zamknietego za posrednictwem naszej trwajacej kampanii "Use
Better, Use Longer, Use Again" w celu wydtuzenia zywotnos$ci produktéw i mozliwosci recyklingu.

Environmental Data - objasnienie >
Jak oceniamy zréwnowazony rozwéj produktéw >
Z Wplyw na $rodowisko

Slad weglowy (kg ekwiwalentu CO2 na CR, catkowity cykl
zycia)

Ujawnienie informacji o wptywie na $rodowisko Srodowiskowy profil produktu

Use Better

< Materialy i opakowania

Opakowanie wykonane z kartonu pochodzacego z recyklingu Nie
Opakowanie bez plastiku jednorazowego uzytku Nie
Dyrektywa RoHS UE Zgodnos¢ z pro-active (produkt poza zakresem

obowigzywania dyrektywy UE RoHS)

Numer SCIP F28cb399-1b6a-409d-ac7b-4169e47b25c8
Rozporzadzenie REACh Deklaracja REACh
Use Again

© Przepakowanie i regeneracja

Profil cyklu zycia produktu (PEP) Informacja o zywotnosci
Odbior No
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https://www.se.com/pl/pl/about-us/sustainability/environmental-data-program/
https://www.se.com/pl/pl/about-us/sustainability/environmental-data-program/
https://www.se.com/pl/pl/about-us/sustainability/environmental-data-program/
https://www.se.com/pl/pl/about-us/sustainability/environmental-data-program/
https://www.se.com/pl/pl/about-us/sustainability/environmental-data-program/
https://www.se.com/pl/pl/about-us/sustainability/environmental-data-program/
https://www.se.com/pl/pl/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/pl/pl/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/pl/pl/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/pl/pl/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/pl/pl/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/pl/pl/about-us/sustainability/guide-to-product-sustainability.jsp
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2308006EN
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2308006EN
https://download.schneider-electric.com/files?p_Doc_Ref=ZB4BG314_ROHS_DECLARATION&p_FileName=ZB4BG314_ROHS_DECLARATION_PL_pl-PL.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=ZB4BG314_ROHS_DECLARATION&p_FileName=ZB4BG314_ROHS_DECLARATION_PL_pl-PL.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=ZB4BG314_REACH_DECLARATION&p_FileName=ZB4BG314_REACH_DECLARATION_PL_pl-PL.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=ZB4BG314_REACH_DECLARATION&p_FileName=ZB4BG314_REACH_DECLARATION_PL_pl-PL.pdf
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2308006EN
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2308006EN
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Dimensions Drawings

Dimensions
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Arkusz danych

Sroduty ZB4BG314

Mounting and Clearance

Panel Cut-out for Pushbuttons, Switches and Pilot Lights (Finished Holes, Ready for
Installation)

Connectllon by .Scre.w Clamp Terminals or Plug-in Connectors Connection by Faston Connectors
or on Printed Circuit Board

® ) ; ( Q ‘
¢

|
1

(1) Diameter on finished panel or support
(2) 40 mm min. / 1.57 in. min.
(3) 30 mm min. / 1.18 in. min.

(4) @ 22.5 mm /0.89 in. recommended (@ 22.3 mm ,*04 /0.88 in. ,*0-016)

(5) 45 mm min. / 1.78 in. min.
(6) 32 mm min. / 1.26 in. min.
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Arkusz danych ZB4BG314
produktu

Pushbuttons, Switches and Pilot Lights for Printed Circuit Board Connection

Panel Cut-outs (Viewed from Installer’s Side)
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ALT1

Al1+T1
A2+T1
AnsT1

A: 30 mm min. / 1.18 in. min.
B: 40 mm min. / 1.57 in. min.

Printed Circuit Board Cut-outs (Viewed from Electrical Block Side)

Dimensions in mm
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A: 30 mm min.
B: 40 mm min.
Dimensions in in.
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ZB4BG314
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A: 1.18 in. min.
B: 1.57 in. min.

General Tolerances of the Panel and Printed Circuit Board
The cumulative tolerance must not exceed 0.3 mm /0.012 in: T1 + T2 = 0.3 mm max.

Installation Precautions

o Minimum thickness of circuit board: 1.6 mm / 0.06 in.
o Cut-out diameter: 22.4 mm % 0.1/ 0.88 in. £ 0.004

e Orientation of body/fixing collar ZB4 BZ009: + 2030’ (excluding cut-outs marked a and b).
o Tightening torque of screws ZBZ 006: 0.6 N.m (5.3 Ibf.in) max.
« Allow for one ZB4 BZ079 fixing collar/pillar and its fixing screws:

o every 90 mm / 3.54 in. horizontally (X), and 120 mm / 4.72 in. vertically (Y).

» With each selector switch head (ZB4 BD+, ZB4 BJ+, ZB4 BG¢).

The fixing centers marked a and b are diagonally opposed and must align with those marked 4 and 5.
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Arkusz danyCh ZB4BG314
produktu
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(1) Panel
(2) Printed circuit board

Mounting of Adapter (Socket) ZBZ 01+

1 2 elongated holes for ZBZ 006 screw access
2 1 hole @ 2.4 mm = 0.05/0.09 in. + 0.002 for centring adapter ZBZ 01+

38x@1.2mm/0.05in. holes
4 1 hole @2.9 mm£0.05/0.11 in. £ 0.002, for aligning the printed circuit board (with cut-out marked a)

5 1 elongated hole for aligning the printed circuit board (with cut-out marked b)
6 4 holes @ 2.4 mm / 0.09 in. for clipping in adapter ZBZ 01+

Dimensions An + 18.1 relate to the @ 2.4 mm £ 0.05/0.09 in. £ 0.002 holes for centring adapter ZBZ 01-.
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oroduktu ZB4BG314

Technical Description

Electrical Composition Corresponding to Code C3

AN e
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Arkusz danyCh ZB4BG314
produktu

Electrical Composition Corresponding to Code C4

10 bn | Schneider 12 maj 2025



Arkusz danyCh ZB4BG314
produktu

Electrical Composition Corresponding to Code C5
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Arkusz danyCh ZB4BG314
produktu

Electrical Composition Corresponding to Code C6
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Arkusz danyCh ZB4BG314
produktu

Electrical Composition Corresponding to Code C7
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Electrical Composition Corresponding to Code C8
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Electrical Composition Corresponding to Codes C9, C11, SF1 and SR1
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Legend

Single contact

ﬂ

Double contact

|

Light block

]

Possible location
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Arkusz danych

Sroduty ZB4BG314

Sequence of Contacts Fitted to 3-position Selector Switch Body

Position 315°

315°
Position
oo | [ | A
Location Left Centre Right
State 1 1 0
N/O closed closed open
Contacts
N/C open open closed
Position 0°
0
Top | ] |
Position
Ut Botom | /2\ A A
Location Left Centre Right
State 0 0 0
N/O open open open
Contacts
N/C closed closed closed
Position 45°
12 maj 2025 Sdé’}iigﬁ':
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45°

%,

ZB4BG314

Position
soam |/ —
Location Left Centre Right
State 0 1 1
N/O open closed closed
Contacts
N/C closed open open
18 Schneider

12 maj 2025
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Technical lllustration

Dimensions

ZB4BG314
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