SIEMENS

Data sheet

6ES7322-1CF00-0AA0

Figure similar

Supply voltage

***spare part*** SIMATIC S7-300, digital output SM 322, isolated, 8 DO, 48-125 V
DC, 1.5 A, 1x 20-pole

e Rated value (DC)

e permissible range, lower limit (DC)
e permissible range, upper limit (DC)
e Reverse polarity protection

48V;48 VDCto 125V DC
40V
140V

Yes; through fuse

from load voltage L+ (without load), max.

from backplane bus 5V DC, max.

2 mA
100 mA

Power loss

Power loss, typ.

72W

Digital outputs

Number of digital outputs

Short-circuit protection
e Response threshold, typ.

Limitation of inductive shutdown voltage to

Controlling a digital input

Spare fuses

8

Yes; Electronic

44 A

M (-1 V)

Yes

6.3 A/ 250 V, quick-response, 5x 20 mm

e on lamp load, max.

15 W; 15 W (48 V) or 40 W (125 V)

e for signal "1", min.

L+ (-1.2V)

o for signal "1" rated value

e for signal "1" permissible range for 0 to 40 °C, min.
e for signal "1" permissible range for 0 to 40 °C, max.
e for signal "1" permissible range for 40 to 60 °C, min.
e for signal "1" permissible range for 40 to 60 °C, max.
e for signal "1" minimum load current

e for signal "1" permissible surge current, max.

e for signal "0" residual current, max.

1.5A

10 mA

1.5A

10 mA

1.5A

10 mA

3 A; for10 ms
0.5 mA

©"0" to "1", max.

® ™" to "0", max.

2ms
15 ms

e for uprating
e for redundant control of a load

No

Yes; only outputs of the same group
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e with resistive load, max. 25 Hz

e with inductive load, max. 0.5Hz
e with inductive load (acc. to IEC 60947-5-1, DC13), max. 0.5Hz
e on lamp load, max. 10 Hz

horizontal installation

— up to 40 °C, max. 6 A
— up to 50 °C, max. 4 A
— up to 60 °C, max. 3A
vertical installation
— up to 40 °C, max. 4 A
Ccablelengh
e shielded, max. 1000 m
e unshielded, max. 600 m

Interrupts/diagnostics/status information

Alarms No

Diagnostics function No

e Diagnostic alarm No

e Wire break No
e Short-circuit No
e Fuse blown No
e Missing load voltage No

e Rated load voltage PWR (green) No
e Fuse OK FSG (green) No
e Group error SF (red) Yes
e Status indicator digital output (green) Yes

Potential separation

e between the channels Yes
e between the channels, in groups of 4
e between the channels and backplane bus Yes; Optocoupler

Isolation tested with 1500V AC
Connection method

required front connector 20-pin

Width 40 mm
Height 125 mm
Depth 120 mm
weghts |
Weight, approx. 250 g
Version Classification
eClass 16 27-24-22-04
eClass 14 27-24-22-04
eClass 12 27-24-22-04
eClass 9.1 27-24-22-04
eClass 9 27-24-22-04
eClass 8 27-24-22-04
eClass 71 27-24-22-04
eClass 6 27-24-22-04
ETIM 10 EC001419
ETIM 9 EC001419
6ES73221CFO00AAOD Subject to change without notice

Page 2/3 8/1/2026 © Copyright Siemens



ETIM 8 EC001419

ETIM 7 EC001419

IDEA 4 3566
UNSPSC 15 32-15-17-05

Approvals / Certificates

General Product Approval

Manufacturer Declara-

g o

58

Radio Equipment

Declaration of Con-
c € formity
oot cA

Type Approval Certi- Test Certificates other Dangerous goods Environment
ficate
inspection certificate Dangerous goods in-
C B formation w
o EPD
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https://sieportal.siemens.com/en-ww/search?scope=knowledgebase&CountryCode=ww&Language=en&SearchTerm=6ES7322-1CF00-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=460&CertificateApprovalOfficeId=549
https://sieportal.siemens.com/en-ww/search?scope=knowledgebase&CountryCode=ww&Language=en&SearchTerm=6ES7322-1CF00-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=503&CertificateApprovalOfficeId=553
https://sieportal.siemens.com/en-ww/search?scope=knowledgebase&CountryCode=ww&Language=en&SearchTerm=6ES7322-1CF00-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=503&CertificateApprovalOfficeId=553
https://sieportal.siemens.com/en-ww/search?scope=knowledgebase&CountryCode=ww&Language=en&SearchTerm=6ES7322-1CF00-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=526&CertificateApprovalOfficeId=553
https://sieportal.siemens.com/en-ww/search?scope=knowledgebase&CountryCode=ww&Language=en&SearchTerm=6ES7322-1CF00-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=5596&CertificateApprovalOfficeId=553
https://sieportal.siemens.com/en-ww/search?scope=knowledgebase&CountryCode=ww&Language=en&SearchTerm=6ES7322-1CF00-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=4242&CertificateApprovalOfficeId=610
https://sieportal.siemens.com/en-ww/search?scope=knowledgebase&CountryCode=ww&Language=en&SearchTerm=6ES7322-1CF00-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=518&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/en-ww/search?scope=knowledgebase&CountryCode=ww&Language=en&SearchTerm=6ES7322-1CF00-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=518&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/en-ww/search?scope=knowledgebase&CountryCode=ww&Language=en&SearchTerm=6ES7322-1CF00-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=443&CertificateId=508&CertificateApprovalOfficeId=604
https://sieportal.siemens.com/en-ww/search?scope=knowledgebase&CountryCode=ww&Language=en&SearchTerm=6ES7322-1CF00-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=445&CertificateId=456&CertificateApprovalOfficeId=549
https://sieportal.siemens.com/en-ww/search?scope=knowledgebase&CountryCode=ww&Language=en&SearchTerm=6ES7322-1CF00-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=447&CertificateId=513&CertificateApprovalOfficeId=591
https://sieportal.siemens.com/en-ww/search?scope=knowledgebase&CountryCode=ww&Language=en&SearchTerm=6ES7322-1CF00-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=4581&CertificateId=4582&CertificateApprovalOfficeId=553
https://sieportal.siemens.com/en-ww/search?scope=knowledgebase&CountryCode=ww&Language=en&SearchTerm=6ES7322-1CF00-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=4581&CertificateId=4582&CertificateApprovalOfficeId=553
https://sieportal.siemens.com/en-ww/search?scope=knowledgebase&CountryCode=ww&Language=en&SearchTerm=6ES7322-1CF00-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=5690&CertificateApprovalOfficeId=553
https://support.industry.siemens.com/cs/ww/en/pv/6ES73221CF000AA0

