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At a glance

« Infinite switching threshold adjustment using touch-sensitive keypad
¢ Long sensing distances up to 150 mm

e Transmitter LED UV (375 nm) or blue (470 nm)

¢ Fast switching speed 600 Hz or 6 kHz

Your benefits
* Robust metal housing is reliable and ideal for tough environment conditions

< High detection reliability ensures the process: Blue transmitter LED excites red
luminophores especially well. The UV LED is well-suited for blue, green or yellow
marks.

« Visible light spot of the LUT1B version makes accurate alignment easy
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Cechy

Wymiary (dt. x szer. x wys.): 60 mm x 23 mm x 70 mm
Sensing distance : 150 mm

Zasieg roboczy: 60 mm 160 mm
Nadajnik swiatta 3): Blue LED

Light emission: Long side

Srednica plamki $wietlnej: 6 mm x 14 mm
Receiving filters: 0OG 590

Receiving range: 590 nm ... 750 nm
Nastawa: Manual ("+"/"-" button)
Tryb przetaczania: Przetaczanie na jasnym

2 3
) Od przedniej powierzchni soczewki )Average service life of 100,000 h at TA =+25°C )Wave length: 470 nm

Mechanika/elektronika

Napiecie zasilania VS 1): DC10V..30V

Tetnienia resztkowe 2): <5Vss

Pobér pradu 3): " <40 mA

Switching frequency 600 Hz

Czas reakcji - 850 s

Switching output: PNP: HIGH = VS- <2 V/LOW approx. 0 V
Tryb przetaczania: PNP/control output

Output current Imax.: 200 mA

Electrical connection: Connector M12, 5-pin
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Klasa ochronnosci

6).

Uktad zabezpieczenia:

Rodzaj zabezpieczenia:

Ciezar:

Housing material:

1 2
) Limit values: operation in short-circuit protected network max. 8 A ) May not exceed or fall short of VS tolerances

5
time delay ) Signal transit time with resistive load

Dane otoczenia
Ambient temperature:
Obcigzenie uderzeniowe:

Dimensional drawing

Wyjscie Q zabezpieczone przed zwarciami
Ttumienie interferenc;ji
Vs connections reverse-polarity protected

IP 67
Ca.240g
Cynkowa, odlewana

3 4
) Bez obcigzenia ) With light/dark ratio 1:1, no

6
) Reference voltage DC 50 V

Operation: -20 ... 60 °C, Storage: -40 ... 70 °C
Zgodnie z IEC 60068
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All dimensions in mm (inch)
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Adjustments

|1| Elementy sterujgce
|2| LED signal strength indicator

Connection type
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Connection diagram
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Srednica plamki $wietlnej
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|1] QP2 or control output
|2] NC or analog output

Sensing distance 50 mm Sensing distance 80 mm Sensing distance 150 mm Sensing distance 150 mm
e 6x14
05 Fiits, 102%06) 012
g4 02 16x40 20 x60 10 9x18 ¢4 05 918
0.2) 0.3) (06x 1.6) 08x24 0.4) (04x0.7) (0.2) 0.7
. . ! ] ] 5 L] ' ! ' ] '
3| cmm—t——— G 3 -
< < i s
b3 . T . & —————— @ ) ) . & [} T I
40 50 60 60 80 100 100 150 200 100 150 200
(16 (2.0) 2.4) 2.4) @an 3.9) @9 5.9 7.9 (3.9) 59 7.9
Distance Distance Distance Distance

Czujniki luminescencji

© SICK AG. Z zastrzezeniem zmiany bez powiadomienia.

All dimensions in mm (inch)

2014-05-14 13:45:32



Sensing distance
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Sensing distance in mm (inch)

|1| LUT1B sensing distance 50
mm; scan material: acryl orange

|2] LUT1B sensing distance 150
mm; scan material: acryl orange

|3| LUT1U sensing distance 150 mm; scan
material: SICK Luminescence reference 100 %
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USmod int42

Australia
Phone +61 3 9457 0600

1800 334 802 - tollfree

E-Mail sales@sick.com.au

Belgium/Luxembourg
Phone +32 (0)2 466 55 66
E-Mail info@sick.be

Brasil
Phone +55 11 3215-4900
E-Mail sac@sick.com.br

Canada
Phone +1 905 771 14 44
E-Mail information@sick.com

Ceska republika
Phone +420 2 57 91 18 50
E-Mail sick@sick.cz

China

Phone +86 4000 121 000
E-Mail info.china@sick.net.cn
Phone +852-2153 6300
E-Mail ghk@sick.com.hk

Danmark
Phone +45 45 82 64 00
E-Mail sick@sick.dk

Deutschland

Phone +49 211 5301-301
E-Mail info@sick.de
Espaia

Phone +34 93 480 31 00
E-Mail info@sick.es

France
Phone +33 1 64 62 35 00
E-Mail info@sick.fr

Great Britain
Phone +44 (0)1727 831121
E-Mail info@sick.co.uk

India
Phone +91-22-4033 8333
E-Mail info@sick-india.com

Israel
Phone +972-4-6801000
E-Mail info@sick-sensors.com

Italia
Phone +39 02 27 43 41
E-Mail info@sick.it

Japan
Phone +81 (0)3 3358 1341
E-Mail support@sick.jp

Magyarorszag
Phone +36 1 371 2680
E-Mail office@sick.hu

Nederland
Phone +31 (0)30 229 25 44
E-Mail info@sick.nl

Germany | www.sick.com

Norge
Phone +47 67 81 50 00
E-Mail sick@sick.no

Osterreich
Phone +43 (0)22 36 62 28 8-0
E-Mail office@sick.at

Polska

Phone +48 22 837 40 50
E-Mail info@sick.pl
Romania

Phone +40 356 171 120
E-Mail office@sick.ro

Russia
Phone +7-495-775-05-30
E-Mail info@sick.ru

Schweiz

Phone +41 41 619 29 39
E-Mail contact@sick.ch
Singapore

Phone +65 6744 3732
E-Mail sales.gsg@sick.com
Slovenija

Phone +386 (0)1-47 69 990
E-Mail office@sick.si

South Africa
Phone +27 11 472 3733

E-Mail info@sickautomation.co.za

South Korea
Phone +82 2 786 6321/4
E-Mail info@sickkorea.net

Suomi
Phone +358-9-25 15 800
E-Mail sick@sick.fi

Sverige
Phone +46 10 110 10 00
E-Mail info@sick.se

Taiwan

Phone +886-2-2375-6288
E-Mail sales@sick.com.tw
Tirkiye

Phone +90 (216) 528 50 00
E-Mail info@sick.com.tr

United Arab Emirates
Phone +971 (0) 4 8865 878
E-Mail info@sick.ae

USA/México
Phone +1(952) 941-6780

1 800-325-7425 - tollfree

E-Mail info@sickusa.com

More representatives and agencies

at www.sick.com
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